
2007-2014 W
rangler Side Steps

Place the correctly labeled bracket behind 
the pinch w

eld and loosely secure both 
holes w

ith a hex head bolt w
ith a w

asher 
placed through the pinch w

eld and 
bracket, then hand tightened w

ith a 
w

asher and nut on the inside.

2

Insert a large bolt, w
ith a w

asher through 
the bracket and into the body hole that 
contains the nut plate. H

and tighten the 
hardw

are.

3

Find the left and right steps; install 2 bolts, 
w

ith lock w
ashers and w

asher, through 
the brackets into the threaded bottom

s of 
the side steps. Tighten dow

n hardw
are on 

the body then secure the steps in place.

4

Insert a nut plate for each bracket into the 
existing holes on the bottom

 of the body.

1

Contents:
(2) - Side Steps
(4) - brackets + (2) - 4dr
(4) - nut plates + (2) - 4dr
(8) - sm

all w
ashers + (16) - 4dr

(8) - m
edium

 w
ashers + (4) - 4dr

(4) - large w
ashers + (2) - 4dr

(4) - extra large w
ashers + (2) - 4dr

(8) - hex head bolts + (4) - 4dr
(8) - sm

all bolts + (4) - 4dr
(4) - m

edium
 bolts + (2) - 4dr

(4) - large bolts + (2) - 4dr
(12) - sm

all lock w
ashers + (6) - 4dr

(4) - large lock w
ashers + (2) - 4dr

(8) - nuts +(4) - 4dr

!
It is recom

m
ended that you have an additional 

person available to help during this installation, 

parts can be aw
kw

ard to hold and support by 

yourself.

PRO
D

U
CT SKU

: J100177, J100178, J100546, J100547, J100548, J100549, J100550, 
J100551, J100552, J100553, J100554, J100555, J100556, J100557, J100558, J100559, 
J100560, J100561

Tools N
eeded:

Socket W
rench

16m
m

 Socket
13m

m
 Socket

10m
m

 W
rench

4m
m

 A
llen Key

2007-2017 W
rangler Side Steps


