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This kit can be installed on its own, or along with OCF 

182746/182760 Windshield Light Bar kit.  Pictures show 

installation with the windshield light bar kit installed. 
 

1. Remove both forward facing driver side windshield frame 

bolts using a T40 torx bit.  Refer to Figure 1. 

 

NOTE:  Installation with the windshield light bar kit requires 

the use of the supplied M8x40 Bolts and Washers.  If the Dual 

Windshield Pillar Brackets are being installed directly to the 

body, reuse the original hardware. 

 

2. Install the protective Gasket against the backside of the 

Driver Side Bracket and insert the appropriate hardware as 

described above, through the mounting holes. 

 Refer to Figure 2. 

 

3. Install the Bracket/Gasket assembly to the vehicle and 

loosely install the bolts. 

Refer to Figure 3. 

 

4. With both bolts loose, adjust the position of the Driver Side 

Bracket and Gasket ensuring the bracket is level and 

centered over the Gasket.  Once the position has been set, 

tighten the bolts. 

 

5. Repeat steps 1-4 to install the Passenger Side Bracket. 

 

6. Install your choice of Lights.  Wiring can be routed into the 

engine compartment through the rear gap of the cowl panel.  

Refer to Figure 4. 
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Congratulations! You’re finished!  We are sure that you will enjoy this 
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