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07-15 JEEP JK FRONT BUMPER LIGHT BAR 
OCF BUMPERS 
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LIGHT BAR 
l/2"x1.5"'HEX BOiT WC% 
1 IT WASHER [2 PCS] 
GROMMe 12 PCSI 
GASKET [2 PCS] , 

P L E A S E R E A D B E F O R E S T A R T I N G I N S T A L L A T I O N 
While MBRf inc- h-os mode every #ioft to ei^ur# m components of this icit ore of 
supe r i o i q ua l i t y a n d p r o p e i l y packopecl : , i feffie Installer 's le spons lb i i i ty t o e n i u i e t h e 

f o l l ow ing b e f o r e start ing: 

that AL l components shown above are present, 
that A l l mottng componeftfe f i together! 
that ttiere Qm no d a m a g e d components.. 
that the kit you have purehased iŝ  appopriate^ for your yeor a n d mode l of vehicle, 
that the fci-will not interfere wffti ony modifcatkans previously installed or planned, 
that you have.rsad o n d understand these instructions, 

if you have any q u e s t i o m or are uncertdin oboyt a n y aspect o f the tnstallatiori of this 
kit on y o u r v e h i c l e p lea se c o n t a c t your d e a l e r b e f o r e c o m m e n c i n g insta l lat ion. 
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2007-2013 Jeep J K Bumper Light Bar Kit 

NOTE: This kit requires the previous installation of an Off Camber FaMcatiOnS 
Front Bumper Kit. 

If you plan to wire up lights, The Wiring can be hidden by driUing the top face of the 
bumper to allow the wiring to pass through from inside the Light Bar. 

. Loosely Place the two Gaskets between the Light Bar and 
the top face of the bumper. 

;. While holding the Light Bar in position on the bumper, 
install the supplied V i " Hex Bolts, and Vz" Washeft from the 
underside of the bumper and thread them into the Light Bar. 

i . Align the profile of the Gaskets with the Light Bar tube and 
tighten the fasteners. 

•. Install the Grommets into the wiring holes on the Light 
Bar. 

Figure 1 

Congratulations! You are finished. We are 

sure that you wi l l enjoy This OffGaillbBr 
Fabrications product by M^^/^,^. 
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